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ea - Insulator and stud, post type, vertical

DISTRIBUTION (RUS Minimum Requirements)

System voltage, kV 12.5/7.2 12.5/7.2 24.9/14.4
Leakage, inches 7-1/2 10 15
Cantilever strength (pounds) 1875 1875 1875
Flashover, dry, kV 65 70 95
Flashover, wet, kV 40 50 65

Lapp
7" Stud
1-3/4" Stud

4415P
4315P

4420P
4320P

4427P
4327P

Newell Porcelain
7" Stud
1-3/4" Stud

-
-

43570-7040
43570-7010

47101-7040
47101-7010

Porcelain Products (Knox)
7" Stud
1-3/4" Stud

5115-6510
5115-6500

5120-6510
5120-6500

5127-6510
5127-6500

DISTRIBUTION or TRANSMISSION

ANSI Class 57-2 57-3 57-4
System voltage, kV 22 34.5 46

Lapp
7" Stud
1-3/4" Stud

9435
9335

9445
9345

9455
9355

Newell Porcelain
7" Stud
1-3/4" Stud

37620-7040
37620-7010

41640-7040
41640-7010

41650-7040
41650-7010

Porcelain Products (Knox)
7" Stud
1-3/4" Stud

5135-6512
5135-6502

5145-6512
5145-6502

-
-



Conditional List
ga(2.1)

August 2, 2001

ga - Watthour and Watthour-Demand Meters
Solid State Registers

Manufacturer Conditions

Siemens
Altimus Solid State Meter

Form 1S, Class 100
Form 25S, Class 200
Form 2S, Class 200TA30 and 200TA50
Form 2SE, Class 320TA30 and 320TA50
Form 2K, Class 480/600
Form 3S, 4S, Class 10 and 20

S4 Polyphase Solid State Meter
Form 5S/45S, 6S/36S, 9S/8S, Class 20
Form 12S, 16S, Class 200

To obtain experience.
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